
Tolerances on dimensions and shape:

Conform to EN 10051

Hot rolled structural steel products.

Intended uses : Intended to be used in welded,

bolted and riveted structures

Elongation

Tensile strength

Yield strength

Impact strength

Weldability

Durability

Steel

Expressed as indicated
in the DoP

Documento di controllo basato su un controllo specifico
Inspection document based on specific control
EN 10204

ARCELORMITTAL MEDITERRANEE

13776 FOS SUR MER CEDEX

Cliente

Customers
Nr Ordine Cliente

Customer's order Nr

Specifica Tecnica

Technical specification

Nr Ordine Stabilimento

Mill's order Nr
Organismo di controllo

Inspection Organisme

Dipartimento Qualità

Quality department

DERILAM INDUSTRIE SRL
S355J0+AR EN 10025-2:20191302B1/1 GH49DTR003

Numero del certificato
Certificat number

Organismo di Certificazione
Notified body

Anno / YearIdentificazione Prodotto
Product identification

0333 HR00014_UKCA_IT_V003 IT
http://dop.arcelormittal.net/pdf/HR00014_UKCA_IT_V003_EN_IT.pdf

EN 10025-1 EN 10025-1
Colata

Heat

Riga

Item
Riferimento pezzo

Part Number

Prodotti in acciao per costruzione laminati a caldo

Utilizzi previsti: Utilizzo previsto per strutture saldate,

bullonate e rivettate

Tolleranze sulle dimensioni e forma:

prodotto secondo EN 10051

Allungamento

Resistenza a trazione

Limite di snervamento

Resilienza

Saldabilita

Durata nel tempo

Acciaio

Espresso cosi indicato
nel DoP

0750032 730529040 000001


